PETTIBONE

Performance

Maximum Lift Capacity (on Tires)
Front
-10,000 Ibs. (4,536 kg)
Side
-8,000 Ibs. (3,629 kg)

Maximum Lift Capacity (on Hi-rail)
Front
-10,000 Ibs. (4,536 kg)
Side
-5,400 Ibs. (2,449 kg)

Boom Rotation
-180°

Maximum Travel Speed
- 25 mph (40.2 km/h)

Speed Swing 445E

Standard Equipment
Engine

-John Deere Power Tech™ E 6.8L
-139 hp (103.7 kW) at 2400 rpm

-52 Gallon (197 L) Fuel Capacity

Transmission
- Dana T20000
- Twist Grip Electric Shift Control

Axles
- Planetary, hypoid ring gear and pinion
with planetary reduction at wheels

Drive
- Four-wheel with rear wheel disconnect
-Hi/Lo Range

Brakes
- Four-wheel Outboard Dry Disc Brakes
- Manual Park Brake

Tires
- Front and Rear 14.00 R24

Hydraulic System
-75 Gallon (284 L) Hydraulic Qil Reservoir
Capacity

- Gear Pump (Lift/Tilt/Auxiliary)
-59 gpm (233 Lpm)
-2,400 rpm

- Piston Pump (Hi-rail, Swing, Generator,
Tool Circuit)
-38 gpm (144 Lpm)
-2,400 rpm

Controls
- Dual pilot operated controls

(oF:1)

-ROPS/FOPS Cab with Tinted Safety Glass
- Front and Rear Window Wipers

- Battery Master Switch

- Tilting Cab Enclosure

- Full Instrumentation Panel

Optional Equipment

- Tachometer

- Warning Beacon

- Rail Sanders

- Train Brakes

- Radiator Shutters

- Turntable Lock (pin type)
- Turn Signals/Hazard Lights
- Passenger Seat

- Air Conditioner

- Emergency Power Unit

- Engine Block Heater

- Hi-Rail locks (pin type)

- Rear Window Defroster

- Night Lighting Package

- Machine Fluid Heaters
-Fenders (front and rear)
-Vandal Covers

-Heavy Duty Rear Bumper
- Cab Heater

- Hydraulic top-off System
- Spare Tire Carrier

- Hi-Rails (insulated or non)
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