
Cary-Lift 304

Maximum Load Capacity (retracted)
36” Load Center from Back of Fork
- 30,000 lbs. (13,608 kg)
Tipping Load
- 60,000 lbs. (27,216 kg)

Maximum Load Capacity (extended)
36” Load Center from Back of Fork
- 15,000 lbs. (6,804 kg)
Tipping Load
- 20,000 lbs. (9,072 kg)

Maximum Lift Height
- 14’ (4.3 m)

Below Grade Reach
- 4.5” (0.1 m)

Reach from Tires (retracted)
- 4’ 8” (1.4 m)
(forks parallel at max lift height)

Reach from Tires (extended)
- 10’ 1” (3.1 m)
(forks parallel 8’ 10” (2.6 m) from ground)

- 9’ 4” (2.8 m)
 (forks parallel - carrying height)

Maximum Travel Speed
- 1st Gear: 3.9 mph (6.3 km/h)
- 2nd Gear: 7.0 mph (11.3 km/h)
- 3rd Gear: 12.5 mph (20.1 km/h)
- 4th Gear: 22.3 mph (35.9 km/h)

Turning Radius (four-wheel steer)
- 25’ 5” (7.8 m)

Engine
- Cummins QSB 8.3
- 240 hp (179 kW) at 2,200 rpm
- 95 Gallon (360 L) Fuel Capacity
- Engine Block Heater

Transmission
- Dana 6000 Powershift Four Speed
- Dana C5000 Torque Converter

Axles
- AxleTech Planetary Front and Rear
- Four-wheel Drive

Steering
- Hydraulic Power Steering with Two-
wheel, Four-wheel and Crab Steering

Brakes
- Four-wheel Outboard Dry Hydraulic Disc
Service Brakes

- SAHR Park Brake

Tires
- 29.50 x 29 - 34 ply Inter-changeable

Lighting
- Two Headlights, Two Stop/Tail Lights, and
One Reverse Light

Cab
- Large Tinted Safety Glass Windows
- Rear View Mirror
- Adjustable Suspension Seat with
Seat Belt, Padded Arm Rests and 
Lumbar Support

- Tilt/Telescopic Steering Column
- All-weather Cab
- Dome Light

Load-sensing Hydraulic System
- Hydraulic Return Oil Filtration (10 micron)
- 135 Gallon (511 L) Hydraulic Oil Reservoir

- Sway Cylinder
- 5° Both Right and Left of Center

- Light Packages
- Air Conditioned Cab
- Additional Lift Heights
- Additional Options Available

Cary-Lift ®

Performance Standard Equipment

Optional Equipment



Cary-Lift 304

Height (Carrying Position)
- 13’ 4.8” (4.1 m)

Height (Maximum Raised Position)
- 19’ 10.5” (6.1 m)

Overall Width
-11’ 11” (3.6 m)

Length (Carrying Position)
- 34’ 2.5” (10.4 m)

Length (at Maximum Reach)
- 39’ 10” (12.1 m)

Wheel Base
- 14’ 5” (4.4 m)

Ground Clearance
- 2’ 2” (0.7 m)

Length of Forks
- 96” (2.4 m)

Curb Weight (approximate)
- 77,860 lbs. (35,317 kg) Total

- Fork Frames
- Pipe and Pole Balers
- Log Balers
- Scrap Balers
- Tire Handlers
- Additional Attachments and Lift Heights 

Available

Pettibone
1100 Superior Avenue
Baraga, MI  49908
800.GO.PETTIBONE

gopettibone.com

NOTE: The Company reserves the right to change specifications and
prices without notice in order to follow its policy of constantly striving
to manufacture a better product without incurring any liability to provide
these new features on any units previously manufactured.
Prices and specifications subject to change without notice.
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